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Field Name und Value
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“Robotics Enumeration”-Table is „nearly identical“ to „NamingRuleType Enumeration”:

https://reference.opcfoundation.org/v104/Core/DataTypes/NamingRuleType/
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- <Field Name="MANUAL. SPEED" Value="1">
<Description>"Manual speed” - name according to 1SO 10218-1:2011.</Descri
e IEald~
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Table 36 — OperationalModeEnumeration

GperationalModeEnumeration

EnumStiing Value | Descrption
OTHER 0 This value Is used when there Is no valld operational mode. Examples are
- During system-boot
- The system is not calibrated (and hence can not verify cartesian position
values)
- There is a failure in the safety system tseif
WMANUAL_REDUCED_SPEED T "Manual reduced speed” - name according to ISO 10218-1:2011
MANUAL_HIGH_SPEED 2 “Manual high speed” - name according to IS 10218-1:2011
AUTOMATIC 3 “Automatic” - name according to 1S 10218-12011
AUTOMATIC_EXTERNAL 4 “Automatic extemal” - Same as “Automatic” but vith extemal control. &.g
byaPLC
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NamingRuleType 4

The fields of the NamingRuleType DataType are defined in the following table:

Name. Value Description
Mandatory 1 The BrowseName must appearin all instances of the type.
Optional 2 The BrowseName may appear in an instance of the type.

Constraint 3 The modelling rule defines a constraint and the BrowseName is not used in an instance of the type.
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Value 1 (MANUAL_REDUCED_SPEED)

DataType OperationalModeEnumeration
Nemespaceindex 3
Identi Numeric

Identifier 3006




image4.png




image5.png




